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TOP VIEW
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FRONT VIEW
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REMOVABLE 1 1/4¢ PIPE
POST WITH 1/4" PL END
CLOSURE (TYP)
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SIDE VIEW
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LOCKING SNAP
ROPE THIMBLE

1/2¢ ROPE/POLYPROPYLENE
ROPE WITH OTHER END OF
ROPE SHOULD BE SAME

LOCKING SNAP HOOK

ROPE THIMBLE

EYE ATTACHMENT

EYE ATTACHMENT

LOCKING SNAP HOOK
FOR CHAIN GATE

CHAIN GATE

THE OTHER END OF THE
ROPE WILL HAVE A ROPE
THIMBLE AND ATTACH TO A
LIGHT WIRE BLOCK THAT IS
ATTACHED TO THE POST ON
THE OTHER SIDE OF GATE.
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REMOVABLE 1 1/4¢
PIPE POST

DRILL AND TAP FOR

I_| 1/2¢ BOLT AND NUT
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NOTES

1. GALVANIZE MATERIAL AFTER FABRICATION.

2. STRUCTURAL STEEL: ASTM A36.

3. FABRICATED MATERIAL SHALL BE STRAIGHT, TRUE, AND
FREE FROM TWISTS AND WARPS.

4. WELD ARE TYPICAL FOR SIMILAR CONDITIONS.

5. PAINT COVER AFTER PIPE SLEEVE ARE WELDED IN PLACE.
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